
Wall Penetrations (713.3) 

Â Penetrations shall be installed as tested in an 
approved fire - resistant - rated assembly 
(713.3.1.1) or  

Â Protected by an approved penetration firestop 
system (713.3.1.2).  

Â Sleeves shall be securely fastened to the 
assembly penetrated (713.2).  
ÅSleeves should be the proper size.  
ÅAn approved intumescent sealant must be installed 

within the annular space to the correct thickness and 
depth  to achieve the required level of protection.  

ÅSpecial attention should be given to large diameter 
combustible penetrations such as plastic pipes.  

Â Recessed fixtures shall be installed such that the 
required fire - resistance will not be reduced 
(713.3.2).  





Horizontal Assembly Penetrations (714) 

Â Penetrations shall be installed as tested in an 
approved fire - resistant - rated assembly 
(713.4.1.1.1) or  

Â Protected by an approved penetration firestop 
system (713.4.1.1.2).  

Â Nonfire - resistance rated floors and ceilings 
require a minimum level of protection, primarily 
to resist the free passage of flame and products 
of combustion (713.4.2)  
ÅShaft protection per Section 708; or  
ÅNoncombustible penetrations of Ò 3-stories; or  
ÅPenetrations Ò 2-stories  

Â Recessed fixtures shall be installed such that the 
required fire resistance will not be reduced 
(713.4.1.2)  



























Required Protection 

Â Approved/listed fixtures, which are 
approved for use in the particular fire -
resistance rated assembly.  

ÅProprietary approvals must be Ó the required 
fire - resistance rating of the assembly.  

ÅNon -proprietary (generic) fixtures must be 
sufficiently described on plans to enable 
evaluation of protective -compliance.  

ÅInspection should verify installation of proper 
fixtures in every membrane penetration of all 
fire - resistance rated walls . 


